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ABSTRAK 

 

Untuk menjaga kualitas air irigasi di lokasi Laboratorium Universitas Sangga Buana 

YPKP dikontruksikan bangunan kantong lumpur (settling basin) tepat setelah bangunan 

pengambilan. Penelitian bertujuan untuk menganalisa secara hidraulis bangunan kantong lumpur. 

Sistem pembilas sedimen dilakukan secara hidraulik yang dilakukan dengan cara membuka pintu 

saluran pembilas sehingga sedimen terbilas dengan aliran air. Oleh karena itu untuk mengatuhui 

proses jalannya aliran air di dalam kantong lumpur perlu dilakukan analisis untuk mengetahui 

fraksi sedimen, menghitung estimasi sedimen masuk, kecepatan aliran dan kehilangan tinggi 

energi air pada saluran. 

Sedimentasi adalah proses pengendapan material yang terangkut oleh aliran dari bagian 

hulu. Proses sedimentasi meliputi proses erosi, angkutan, pengendapan, dan pemadatan sedimen. 

Lokasi penelitian berada di Daerah Irigasi Perkotaan yang terletak pada Kota Bandung Provinsi 

Jawa Barat. Penelitian ini dilakukan dengan menganalisa prediksi kantong lumpur akibat 

pergerakan sedimen dan tekanan aliran turbulensi yang terjadi pasa DAS dengan menggunakan 

metode velikanov dan vlugter untuk menghitung sedimentasi pada kantong lumpur, sedangkan 

erosi yang terjasi pada DAS dengan menggunakan metode USCE dan menghitung sedimentasi 

pada DAS.  

Analisa yang dilakukan pada saluran terbuka lebih sulit dibandingkan analisa yang 

dilakukan pada aliran dalam saluran tertutup dan pada umumnya analisa pada saluran terbuka 

menggunakan persamaan - persamaan empires. Hal tersebut dilakukan karena analisa aliran pada 

saluran terbuka memiliki banyak variabel yang berubah - ubah dan tidak teratur terhadap ruang 

dan waktu. Variabel - variabel tersebut antara lain penampang saluran, kekarasan permukaan 

saluran, kemiringan saluran, debit kecepatan aliran, pertemuan saluran (junction), dan 

sebagainya. 

Kata kunci: Kantong lumpur, Endapan Sedimen, Aliran Kritis. 

 

 



 
 

ABSTRACT 

 

To maintain the quality of irrigation water at the location of University Laboratory Buana 

YPKP building is constructed of mud pockets (settling basin) right after taking the building. The 

aim of the study was to analyze hydraulically the building of mud bags. The sediment rinsing 

system is hydraulically carried out by opening the flushing channel door so that the sediment is 

rinsed with water flow. Therefore to obey the running process of water flow in the mud bag, it is 

necessary to do an analysis to find out the sediment fraction, calculate the estimated incoming 

sediment, flow speed and loss of water energy in the channel. 

 

Sedimentation is the process of settling material that is transported by the flow from the 

upstream part. Sedimentation processes include the processes of erosion, transportation, 

sedimentation and compaction of sediments. The research location is in the Urban Irrigation Area 

which is located in the City of Bandung, Province of West Java. This research was conducted by 

analyzing mud bag predictions due to sediment movement and turbulent flow pressure that 

occurs during watershed using velikanov and vlugter methods to calculate sedimentation in mud 

bags, while erosion that occurs in watersheds by using the USCE method and calculating 

sedimentation in watersheds. 

 

Analysis performed in open channel is more difficult than the analysis performed on the 

flow in closed conduits and in general the analysis of open channel using empirical equations. 

This is done because the analysis of flow in open channel has a lot of variables that capricious 

and irregular over space and time. These variables include a cross-section of the channel, the 

channel surfaces of violence, the slope of the channel, the flow rate flow rate, meeting channel 

(junction), and so forth. 
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