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ABSTRAK 

 

Berdasarkan penyelidikan tanah yang dilakukan pada proyek pembangunan pabrik di Indramayu 

terdapat tanah lunak yang merupakan tanah kohesif seperti lempung dan lanau, yang memiliki 

karakteristik gaya geser kecil, kemampatannya besar, permeabilitas kecil dan daya dukung rendah. 

Dimana kondisi tanah tersebut berpotensi mengalami perbedaan penurunan yang sangat signifikan 

antara struktur bangunan dengan tanah disekitarnya. Sehingga perlu dilakukan perbaikan tanah 

dengan preloading kombinasi Prefabricated vertical drain (PVD) dan Vaccum consolidation yang 

bertujuan untuk mempercepat konsolidasi dan meningkatkan daya dukung tanah. Dalam 

perencanaan pemodelan perbaikan tanah menggunakan PLAXIS 2D untuk menganalisis penurunan, 

waktu penurunan dan faktor keamanan pemodelan dilakukan dengan variasi jarak antar PVD 1m, 

1.5 m dan kedalaman pancang PVD sedalam 100% dari total kedalaman tanah lunak. Hasil 

perhitungan menunjukan metode preloading kombinasi dengan PVD dan vacuum consolidation 

dengan kedalaman pancang PVD full penetration 100% dengan jarak spasi 1m dengan waktu 

konsolidasi 90% dengan waktu yaitu selama 407 hari dengan total penurunan sebesar 1.866 

sedangkan jarak spasi 1,5 m dengan waktu konsolidasi 90% dengan waktu yaitu selama 452 hari 

dengan total penurunan sebesar 1.866.  
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 ABSTRACT 

Based on the soil investigation conducted on the factory construction project in Indramayu, there 

is soft soil which is cohesive soil such as clay and silt, which has the characteristics of small shear 

force, large compression, small permeability and low bearing capacity. Where the soil conditions 

have the potential to experience a very significant difference in settlement between the building 

structure and the surrounding soil. So it is necessary to do soil improvement with preloading 

combination of Prefabricated vertical drain (PVD) and Vaccum consolidation which aims to 

accelerate consolidation and increase soil bearing capacity. In planning soil improvement 

modeling using PLAXIS 2D to analyze settlement, settlement time and safety factor modeling is 

carried out with variations in the distance between PVDs of 1m, 1.5 m and the depth of PVD piles 

as deep as 100% of the total depth of soft soil. The calculation results show a combination of 

preloading methods with PVD and vacuum consolidation with a pile depth of PVD full 

penetration of 100% with a spacing distance of 1m with a consolidation time of 90% with a time 

of 407 days with a total settlement of 1,866 while a spacing distance of 1.5 m with a consolidation 

time of 90% with a time of 452 days with a total settlement of 1,866. 

Key word: Consolidation, Settlement,  Preloading, Prefabricated Vertical Drain and Vacuum 

Consollidation 
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